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High Resolution High Technology

3MP NVRKIT

WIRELESS SURVEILLANCE SYSTEM

HW-3310M-H3

10CH

Model

Network video input video

HDMI output

1 ch, HDMI interface;

resolution: 2048X1080 / 60Hz; (2K)

VGA output 1 ch, VGA interface;

resolution: 1920x1080 / 60Hz

Video compression H.264, H.265

Audio G711A
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Video and audio decoding parameters

Video resolution 5MP / 3MP / 1080P / 720P

Video management

4CH @3MP / 1CH @5MP

3MP pixels, enjoy high-definition picture quality
10CH standard with 8 cameras, Video mode
and can add 2 more cameras

Timing recording, motion detection

recording, alarm recording

H.265+ high compression ratio, reducing

Playback mode Regular playback, event playback

storage space and transmission bandwidth

Built-in wireless network card, get rid of the Backup mode U disk backup

shackles of network cables
Built-in security dedicated WIFI module,
stable signal and strong anti-interference ability

Hard drive

Type 1 SATA interface

Built-in high-sensitivity MIC, sound and picture Max capacity

Hard drives with a maximum capacity

synchronization
‘ et of 6TB

Regional motion detection, real-time push alarm
information External interface

IP 66 waterproof Internet interface
Built-in dual-frequency WiFi6é module for security,

1 RJ45 10M/100M adaptive Ethernet port

. - o 1 built-in wireless network card
stable signal and strong anti-disturbance capability

Antenna interface 2.4GHz / 5.8GHz dual-band integrated
antenna,
1 pcs 2.4GHz built-in antenna

USB interface 1 PCS USB 2.0

Audio interface 1 (3.5mm headphon jack)

owers
Supply DC 12V2A
Power (No) <5W
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High Resolution High Technology

Reatures;

* 3MP pixels, enjoy high-definition picture quality
* 10CH standard with 8 cameras,

and can add 2 more cameras

H.265+ high compression ratio, reducing
storage space and transmission bandwidth
Built-in wireless network card, get rid of the
shackles of network cables

Built-in security dedicated WIFI module,

stable signal and strong anti-interference ability
Built-in high-sensitivity MIC, sound and picture
synchronization

Regional motion detection, real-time push alarm
information

IP 66 waterproof

Built-in dual-frequency WiFi6é module for security,
stable signal and strong anti-disturbance capability
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3MP NVRKIT

WIRELESS SURVEILLANCE SYSTEM

HW-33B305M-H3

1/3” Progressive Scan Sensor

Sensor

Signal System PAL / NT SC

3.0 MP

Pixels

Resolution 2304x1296 16:9 High Defination

Minimum illumination Color: 0.01 Lux; B/W: 0.001 Lux

H.264, H.265

Video compression standard

Shutter

1/25s to 1/25,000s

Lens 4mm

Infrared distance 20M

Privacy mask

4 Optional area masking

osD

Date Time & Title

White Balance Auto

Audio coding standard | G711A

Day&Night Auto / Color / BW

3D-DNR

Auto

Mirror / Flip On / Off

Stream parameters

Dual streams 2304x1296 @15fps
640x360 @15fp

S/N > 39.1 Db

Interface 1 RJ45 10M/100M adaptive Ethernet port
1 SMA interface, 802.11b/g/n/prot
Anti-thunder Level Standard IEC61000-4-5

Working Temperature/Humidity | -10C to +50C / 30% to 80% RH

Working Temperature/Humidity | -20C to +60C / 20% to 90% RH

Power Input DC12V-1A
Power consumption <6W
Size 66*180mm
Weight 5009
Level of Protection IP66




