
SPECIFICATION
- Software version : Android 10

- Support multi touch：10-touch 

- Resolution：FHD ( 1920*1080 )

- WIFI 2.4G/5G dual frequency   

- Support DLNA, miracast and Airplay protocols 

- Backlight category : ELED  

Address
299/183 Samwa Road, Bangchan, Klong-samwa, Bangkok 10510 Thailand. 
Sales Online : 063-879-9917 ,  Office  : 02 088 5290 

Panal size : 32"
 Specification

Electric Parameters
CPU Cortex-A72*2+Cortex-A53*4   
RAM 4GB
ROM 16GB  
Bluetooth 5.0
WIFI 2.4G/5G dual frequency   
Battery Battery Duration: above 3 hours   
Speakers 2*8W 

Software version Android 10   

HDMI2.0 1
USB-C 1
USB2.0 1
USB3.0

Projection protocol Support DLNA, miracast and Airplay protocol

Angle of pitch ±20°  
Lift 200mm
Rotate 90° vertical rotation , ± 45° left and right rotation   

Backlight category ELED 
Resolution FHD(1920*1080) 

1

Screen ratio 16:9 
Response time 8ms(Typ)    
Number of frames 60Hz

Display parameters

MODEL : A32FHD-WIFI
Mobile Smart Screen

Software

External port

Wireless projection screen

Prop stand parameters

Complete machine brightness 250cd/m²(Max)  




