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Legal Information

About this Document
● This Document includes instructions for using and managing the Product. Pictures, charts,

images and all other information hereinafter are for description and explanation only.
● The information contained in the Document is subject to change, without notice, due to
firmware updates or other reasons. Please find the latest version of the Document at the
Hikvision website ( https://www.hikvision.com ). Unless otherwise agreed, Hangzhou Hikvision
Digital Technology Co., Ltd. or its affiliates (hereinafter referred to as "Hikvision") makes no
warranties, express or implied.

● Please use the Document with the guidance and assistance of professionals trained in
supporting the Product.

About this Product
This product can only enjoy the after-sales service support in the country or region where the
purchase is made.

Acknowledgment of Intellectual Property Rights
● Hikvision owns the copyrights and/or patents related to the technology embodied in the

Products described in this Document, which may include licenses obtained from third parties.
● Any part of the Document, including text, pictures, graphics, etc., belongs to Hikvision. No part

of this Document may be excerpted, copied, translated, or modified in whole or in part by any
means without written permission.

●  and other Hikvision’s trademarks and logos are the properties of Hikvision in
various jurisdictions.

● Other trademarks and logos mentioned are the properties of their respective owners.

LEGAL DISCLAIMER
● TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE

PRODUCT DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, ARE PROVIDED "AS
IS" AND "WITH ALL FAULTS AND ERRORS". HIKVISION MAKES NO WARRANTIES, EXPRESS OR
IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY QUALITY, OR
FITNESS FOR A PARTICULAR PURPOSE. THE USE OF THE PRODUCT BY YOU IS AT YOUR OWN RISK.
IN NO EVENT WILL HIKVISION BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL,
INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA, CORRUPTION OF SYSTEMS, OR
LOSS OF DOCUMENTATION, WHETHER BASED ON BREACH OF CONTRACT, TORT (INCLUDING
NEGLIGENCE), PRODUCT LIABILITY, OR OTHERWISE, IN CONNECTION WITH THE USE OF THE
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PRODUCT, EVEN IF HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES OR
LOSS.

● YOU ACKNOWLEDGE THAT THE NATURE OF THE INTERNET PROVIDES FOR INHERENT SECURITY
RISKS, AND HIKVISION SHALL NOT TAKE ANY RESPONSIBILITIES FOR ABNORMAL OPERATION,
PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER-ATTACK, HACKER ATTACK,
VIRUS INFECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL PROVIDE
TIMELY TECHNICAL SUPPORT IF REQUIRED.

● YOU AGREE TO USE THIS PRODUCT IN COMPLIANCE WITH ALL APPLICABLE LAWS, AND YOU ARE
SOLELY RESPONSIBLE FOR ENSURING THAT YOUR USE CONFORMS TO THE APPLICABLE LAW.
ESPECIALLY, YOU ARE RESPONSIBLE, FOR USING THIS PRODUCT IN A MANNER THAT DOES NOT
INFRINGE ON THE RIGHTS OF THIRD PARTIES, INCLUDING WITHOUT LIMITATION, RIGHTS OF
PUBLICITY, INTELLECTUAL PROPERTY RIGHTS, OR DATA PROTECTION AND OTHER PRIVACY
RIGHTS. YOU SHALL NOT USE THIS PRODUCT FOR ANY PROHIBITED END-USES, INCLUDING THE
DEVELOPMENT OR PRODUCTION OF WEAPONS OF MASS DESTRUCTION, THE DEVELOPMENT OR
PRODUCTION OF CHEMICAL OR BIOLOGICAL WEAPONS, ANY ACTIVITIES IN THE CONTEXT
RELATED TO ANY NUCLEAR EXPLOSIVE OR UNSAFE NUCLEAR FUEL-CYCLE, OR IN SUPPORT OF
HUMAN RIGHTS ABUSES.

● IN THE EVENT OF ANY CONFLICTS BETWEEN THIS DOCUMENT AND THE APPLICABLE LAW, THE
LATTER PREVAILS.

© Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved.
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Chapter 1 Guide Content

This guide briefly explains how to install your HikCentral Access Control as well as how to configure
some of its basic features.

To ensure the properness of usage and stability of the HikCentral Access Control, please refer to
the contents below and read the guide carefully before installation and operation.
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Chapter 2 Administrator Rights

When you install and run the service modules, it is important that you have administrator rights on
the PCs or servers that should run these components. Otherwise, you cannot install and configure
the platform.

Consult your IT system administrator if in doubt about your rights.
If you access the platform via HikCentral Access Control, you can log in to the operating system
with the following default administrator user name and password at the first boot.
● Default User Name: Administrator
● Default Password: Abc12345
It is recommended that you change the default administrator password immediately after entering
the platform for data security.

Caution
The password strength of the device can be automatically checked. We highly recommend you
change the password of your own choosing (using a minimum of 8 characters, including at least
three kinds of following categories: upper case letters, lower case letters, numbers, and special
characters) in order to increase the security of your product. And we recommend you change your
password regularly, especially in the high security system, changing the password monthly or
weekly can better protect your product.
Proper configuration of all passwords and other security settings is the responsibility of the service
provider and/or end-user.
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Chapter 3 System Requirements for Servers

Operating System
● Microsoft ® Windows 11 (64-bit)
● Microsoft ® Windows 10 (64-bit)
● Windows Server 2019 (64-bit)
● Windows Server 2016 (64-bit)
● Windows Server 2012 R2 (64-bit)
● Microsoft® Windows Server 2012 64-bit
● Microsoft® Windows Server 2022

Note
For Windows Server 2012 R2, make sure it is installed with the rollup (KB2919355) undated in
April, 2014.

CPU
Intel ® Core™ I5 and above

Memory
4 GB and above

HDD
SATA 7200 RPM Enterprise Class disk with 650 GB storage capacity. When running the SYS, there
should be at least 1 GB free space.
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Chapter 4 Installation and Upgrade

Install the service modules on your servers or PCs to build your HikCentral Access Control.

Multiple installation packages are provided on the Hikvision's official website ( https://
hikvision.com ) and Partner Portal ( https://tpp.hikvision.com ) for building your system.
Basic Installation Package

On the Hikvision's official website, this package is named as "HikCentral Access Control.exe". It
contains all the modules to build the system, including System Management Service, Streaming
Service, and Database Service.

Language Installation Package
On the Hikvision's official website, this package is named as "HikCentral Access Control
LanguagePack.exe". It contains modules to display the system in different languages.

OpenAPI Installation Package
On the Partner Portal, this package is named as "HikCentralPro OpenAPI". It provides multiple
APIs for third-party systems to fast integrate different applications.

4.1 Install Service Module in Custom Mode
During installation in custom mode, you can select the installation directory and install the
specified service modules as desired.

Steps
1. Double-click  (HikCentral Access Control) to enter the Welcome panel of the InstallShield

Wizard.
2. Click I agree to the terms in License Agreement and read the License Agreement.
3. Select Custom Installation as setup type.
4. Select the service(s) you want to install and click Next.
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Figure 4-1 Select Services to Install

Note
The System Management Service and Stream Server cannot be installed on the same PC.

In this way, you can install the service(s) to different PCs or servers as desired.
5. Optional: Select the installation mode.
- Select Normal if you do not need to build a hot spare system.
- Select Mirror Hot Spare to build a mirror hot spare system. There are two HikCentral servers

in the hot spare system: host server and spare server. When the host server works, the data in
host server is copied to the spare server in real time. When the host server fails, the spare
server switches into operation without interruption, thus increasing the reliability of the
system.

Note
For building the hot spare system, contact our technical support engineer.

6. For the full and basic packages, select Custom Installation Content as the installation content,
and then check the applications you need to install.

7. Optional: Change the server language or the default directory as desired to install the program
module(s) and the database.

8. Click Install Now to begin the installation.
A panel indicating progress of the installation will display.

9. Click Finish to complete the installation.
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4.2 Upgrade HikCentral Access Control to V2.1.1
To upgrade HikCentral Access Control to V2.1.1, the specifications should meet specified
requirements, or the upgrade will fail.

Double-click the program of HikCentral Access Control to enter the welcome page.

Figure 4-2 Welcome Page

Click Upgrade.
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Figure 4-3 Upgrade Progress
● For free versions of V2.0.1 and earlier, the platform will be directly upgraded to V2.1.1.

Note
Network transmission devices on the platform will cause an upgrade failure. Make sure you have
removed them from the platform before upgrade.

● For HikCentral Access Control of V2.0.1 and earlier professional versions, the specifications
should meet all of the following requirements, or the upgrade will fail. If you still need the
current specifications, upgrade to HikCentral Professional V2.5 and above.
1. Activated License Specifications:

- Doors ≤ 16
- Persons for Time and Attendance ≤ 3,000
- Video Intercom Devices ≤ 100
- Floors = 0

2. Authorization Details: The license of Emergency Mustering should be disabled.
3. Actual Resource Specifications:

- Doors ≤ 16
- Person Number ≤ 3,000
- Video Intercom Devices ≤ 100
- Area Number: ≤ 16
- Role Number ≤ 16
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- User Number ≤ 16
- Number of Access Control Devices ≤ 16
- Number of Recording Servers ≤ 16
- Number of Elevator Control Devices = 0
- Floors = 0
- Number of Network Transmission Devices = 0

Figure 4-4 Error Message of Specifications
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4.3 Upgrade HikCentral Access Control to HikCentral Professional
The following shows instructions for upgrading HikCentral Access Control of different versions to
HikCentral Professional.

Upgrade Type Instruction

Upgrade HikCentral Access Control V2.1.1 and
Later to HikCentral Professional

After upgrade, users should purchase licenses
of HikCentral Professional and activate them.

Upgrade Free Versions of HikCentral Access
Control Before V2.1.1 to HikCentral Professional

Upgrade Professional Versions of HikCentral
Access Control Before V2.1.1 to HikCentral
Professional

Upgrade to HikCentral Professional and the
licenses before upgrade will be kept.

4.4 Service Manager
After successfully installing the service module(s), you can run the Service Manager and perform
related operations of service, such as starting, stopping, or restarting the service.

Steps
1. Right-click  and select Run as Administrator to run the Service Manager.

Figure 4-5 Service Manager Main Page

Note
The displayed items vary with the service modules you selected for installation.
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2. Optional: Perform the following operation(s) after starting the Service Manager.

Stop All Click Stop All to stop all the services.

Restart All Click Restart All to run all the services again.

Stop Specific
Service

Select one service and click  to stop the service.

Edit Service Click the service name to edit the port of the service.

Note
If the port number of the service is occupied by other service, the port No.
will be shown in red. You should change the port number to other value
before the service can work properly.

Open Service
Location

Select one service and click  to go to the installation directory of the
service.

3. Optional: Click Auto Recover Database Exception to recover database exception caused by
accidents such as power-off and unexpected reboot.
1) Enable Auto Recover Database Exception.

Note
The database service will restart after you enable this function.

2) Click  to set the archive path for recovering the database.

Note
● The remaining disk space of the archive path should be twice as the size of database data.
● The archive path should be under a path in English.

3) Click OK to finish setting.
4. Optional: Check Auto-Launch to enable launching the Service Manager automatically after the

PC started up.
5. Click  Dual-Server Deployment to deploy the database on another server.
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Chapter 5 Login

You can access and configure the platform via web browser directly, without installing any client
software on your computer.

Note
● The Web Client transmits data via the HTTPS, using our self-developed HTTPS certificate, which

is not issued by the Certificate Authority. So that a risk prompt will show when you opening the
Web Client. To avoid the prompt, you can apply for a certificate from the Certificate Authority.

● The login session of the Web Client will expire and a prompt with countdown will appear after
the configured time period in which there is no action.

5.1 Recommended Running Environment
The following is recommended system requirement for running the Web Client.

CPU
Intel ® Core™ i3-8100 and later

Memory
4 GB and later

Web Browser
Internet Explorer ® 11 and later, Firefox ® 114 and later, Google Chrome ® 114 and later, Safari ® 16.6
and later, Microsoft ® Edge 114 and later.

5.2 Login for First Time for Admin User
By default, the system predefined the administrator user named admin. When you login via the
Web Client for the first time, you are required to create a password for the admin user before you
can properly configure and operate the system.

Steps
1. In the address bar of the web browser, enter the address of the PC running SYS service and press

Enter key.

Example
If the IP address of PC running SYS is 172.6.21.96, and you should enter http://172.6.21.96 or
https://172.6.21.96 in the address bar.
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Note
● You should set the transfer protocol before accessing the SYS.
● You should set the SYS's IP address before accessing the SYS via WAN.

2. Enter a password and confirm the password for the admin user in the pop-up Create Password
window, and click Next.

Note
The password strength can be checked by the system and should meet the system requirements.
The default minimum password strength should be Medium.

Caution
The password strength of the device can be automatically checked. We highly recommend you
change the password of your own choosing (using a minimum of 8 characters, including at least
three kinds of following categories: upper case letters, lower case letters, numbers, and special
characters) in order to increase the security of your product. And we recommend you change
your password regularly, especially in the high security system, changing the password monthly
or weekly can better protect your product.
Proper configuration of all passwords and other security settings is the responsibility of the
service provider and/or end-user.

3. Select a method for password reset verification.
- Email: Click Verification Code → Next and set the email address for receiving the password

reset verification code.
- Security Question: Click Security Question → Next , select three different security questions

from the drop-down lists, and enter your answers accordingly.

Note
If you forget the password of your account, you can reset the password by verifying your email
address or answering the security questions.

4. Click Finish.
The home page of the Web Client will show if the admin password is created successfully.

5.3 Login for First Time for Employee
Employees can log in to the Web Client by themselves.

Steps
1. Open the Web Client.
2. Select the Self-Service tab.
3. Login with employee ID and password. The default password is the employee ID.
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Note
Employees are required to change the default password upon the first login.

4. Click OK.

Result

The Web Client homepage displays after employees successfully log in to the system.

5.4 Change Login Password of Employee
Employees can change the login password by themselves.

Steps
1. Log in to the Web Client.
2. Click the employee ID on the upper right corner of the homepage, and then click Change

Password.
3. Enter the old password and the new password employees want to set, and confirm the new

password. Then click OK.

Result

Employees can log in to the web client with the new password.
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