
MicroPette 8-channel
Adjustable – Autoclavable
(# 7043303012) 50-300ul

ราคา  6,920.- (8,650.-)

Single-channel (Fixed)
(# 7050202023) 100ul

ราคา  1,440.- (1,800.-)ราคา  1,840.- (2,300.-)

MicroPette 12-channel
Adjustable – Autoclavable
(# 7050304006) 5-50ul
(# 7050304012) 50-300ul *DEMO

ราคา  7,240.- (9,050.-)

Single-channel (Adjustable)
(# 7050331001) 0.1-2.5ul
(# 7050301005) 2-20ul
(# 7050331009) 20-200ul
(# 7050301011) 50-200ul
(# 7050331014) 100-1000ul
(# 7050301016) 200-1000ul Pipette Stand

Linear Stand,
holds up to 6 pipettors
(# 7050000085)

ราคา  680.- (850.-)

• Available as Fixed Volume and Adjustable Volume formats
• Streamlined shape design
• Comprehensive volume range from 0.1μL to 10mL
• Easy calibration and maintenance
• 8 and 12 channel pipette options
• Dispensing head rotates for effortless pipetting convenience
• Individual piston and tip cone assembly
• Spring loaded tip cones for easy cleaning and maintenance
• Compound material-made tip cone secures high sealing performance

MicroPette

• Lightweight and ergonomically designed to avoid fatigue injuries 
caused by repetitive movements;

• Digital window, the setting range is clear at a glance, and the fine 
scale reaches 4 digits;

• Wide capacity range, 0.1uL to 10mL;
• Use accessory tools for quick and easy calibration and maintenance;
• Precise pipetting, each pipette is calibrated according to 

EN/ISO8655 standard (with individual test certificate);
• It can be sterilized by high temperature and high pressure without 

disassembly, and can be sterilized by ultraviolet light, and resistant 
to strong chemical corrosion;

• Using new materials, the weight is less than 75g, reducing fatigue.

HiPette

Single-channel (Adjustable)
(# 7030511004) 0.5-10ul
(# 7030511008) 10-100ul
(# 7030511001) 0.1-2.5ul
(# 7030511009) 20-200ul
(# 7030511044) 1-10ml

ราคา  3,280.- (4,100.-)

Levo Plus 
Pipette Filler

ราคา  6,300.- (9,000.-)

(# 7063110200) Pipette Filler-Levo 
Plus, with AC adapter, Euro plug 

• Ergonomic design, compact body, with easy 
operation;

• Easy to press, consistent with standard manual 
pipettes in operating habits;

• Multiple optional volume from 10 to 300 ul, marked 
with different colors;

• Compatible with the standard 200ul/300ul tips;
• Accurate pipetting and reliable quality;
• Support customization；

Mini Pipette

(# 7050902019) 10ul, light green
(# 7050902031) 75ul, red

ราคา  152.- (190.-)

Single-channel (Adjustable)
(# 7043301245) 0.5-5 ml.

ราคา  2,000.- (2,500.-)

• High chemical compatibility with use of inert 
maintenance

• Fully autoclavable at 121°C to ensure sterility
• Available in 5 dispensing volume ranges from 

0.5mL to 100mL
• materials and glass/PTFE piston mL
• Supplied with most popular adapters 

(S40, GL32, GL38, GL25, GL28)

DispensMate-Pro

(# 7052212003) 2.5-25ml

ราคา  8,225.- (11,750.-)
(# 7052111004) 5-50ml

ราคา  10,983.- (15,690.-)

Mini Centrifuge with blue lid, including 
two rotors A08-2 & A02-PCR8 and both adapter 
SA02P2&SA05P2 (package contain in the box)
(# 9051000012)

ราคา 5,160.- (6,450.-)
• Easy to operate with dual start/stop function ‒ Close lid for a 

spin speed up to 7000 rpm
• Smooth and quiet operation (noise level ≤45 dB)
• Accelerates and brakes in seconds
• Safe, endurable and robust rotor with clamp locking design
• Compatible with 2mLx8 and PCR 8x4 rotors
• Quick-change rotor without any tool

CF0506
Low speed centrifuge, 
With A5P17&A2P17 rotor
(# 9054002129)

ราคา 9,400.- (11,750.-)
• Speed range from 300-5000 rpm
• Set and displayed by RPM or G-force
• Two programs P1/P2, easy to start the

procedure by one key
• Two deceleration speeds setting to meet

different requirements
• Easy-to-read LCD display and sound alert
• Automatic lid-lock release after running
• Maintenance-free brushless DC motor

DM1424, Hematocrit Centrifuge,
with AC24 rotor kit
(package contain in the box)
(# 9053001124)
ราคา 66,040.- (82,550.-)

• Speed range of 200-1200 rpm Precise and independent 
control of speed and time

• Easy operation with intuitive menu and LCD display
• Maintenance-free brushless DC motor
• Pulse operation for fast and convenient quick spins
• Advance features include speed/RCF switch; short-time 

run function; audible alert function
• Safety features include door interlock, overspeed 

detector; over-temperature detector; automatic internal 
diagnosis and automatic rotor identification

MicroPette 8/12 Ch.

Diaphragm Vacuum Pump
(# C510)

ราคา 60,025.-  (85,750.-)

C410 Chemical resistant 
vacuum pump, UK plug, 
220V, 50Hz
(# 18900391)

ราคา 56,623.-  (80,890.-)



Flatspin, Ultra-flat 
Compact magnetic Stirrer
(# 8050184000)

ราคา 4,333.- (6,190.-)

MSBAR10, Stirrer bar, Round 
(10mm x 6mm) 1pc/pk
(# 18900006)
ราคา 72.- (90.-)

ราคา 72.- (90.-)

ราคา 72.- (90.-)
MSBAR30, Stirrer bar (30mm x 6mm) 1pc/pk
(# 12500005)

ราคา 120.- (150.-)

MSBAR15, Stirrer bar, Round (15mm x 8mm) 
1pc/pk
(# 18900007)

MSBAR25, Stirrer bar (25mm x 8mm) 1pc/pk
(# 18900009)

MSBAR40, Stirrer bar (40mm x 8mm) 1pc/pk
(# 18900011)
ราคา 152.- (190.-)
MSBAR50, Stirrer bar (50mm x 8mm) 1pc/pk
(# 12500004)
ราคา 152.- (190.-)

MARRM, Stirrer bar remover, 
length of 200mm, 1pc/pk
(# 18900015)
ราคา 1,640.- (2,050.-)

MS7-S, Classic 7’’ Square Plate 
Magnetic Stirrer, glass ceramics plat
(# 8050122000)

ราคา 14,833.- (21,190.-)
• LCD displays actual temperature & speed
• Built-in PID controller ensures safe heating of the medium 

with overheating protection
• Maximum heating plate temperature up to 550℃
• Glass ceramic work plate is resistant to corrosion and is 

easy to clean
• External temperature control is possible by connecting 

temperature sensor(PT1000) with an accuracy of ±0.2℃
• Digital speed control with maximum range of 1500 rpm
• Outstanding brushless DC motor offers more stirring power
• Two knobs enable easy adjustment of speed and 

temperature
• “HOT” warning flashes when work plate temperature is 

above 50℃ even when hotplate is turned off
• Remote function provides PC control and data transmission

• A wide range of speed from 15 to 
1500rpm

• Automatic reverse rotation for 
excellent mixing

• Protection class (IP65)
• PET top provides excellent chemical 

resistance
• Ultra silence and vibration-free

MS-H380-Pro, LCD Digital 
Hotplate Magnetic Stirrer
with ceramic coated plate, heating temperature
up to 380°C
(# 8050261115)

ราคา 9,905.- (14,150.-)
• Maximum heating temperature is 380°C
• High resolution LCD displays actual temperature and 

speed
• Brushless DC motor is maintenance free
• Aluminum ceramic coating work plate, allowing immediate 

heat transfer
• External temperature control is possible with temperature 

sensor PT1000
• Digital speed control with maximum speed up to 1500 rpm
• Maximum stirring quantity of H2O at 5L

MiniHCL100, with heating and 
cooling and hot lid,
one 1 pcs heating block for free (select a size)
(# 5042132111)

ราคา 18,680.- (23,350.-)
• Mini, lightweight, safe with LCD display
• Digital control over both temperature and time
• Built-in user recalibration function guarantees long term 

temperature accuracy
• Overheating protection
• Optional cooling function
• Interchangeable blocks for a wide variety of test tube sizes
• Mini HCL100 with hot lid to prevent water condensing on 

the tube cap

MX-mini,
Mini Vortex Mixer, Blue
(# 8051221002)

ราคา 2,632.- (3,290.-)

Heating block, used for 0.2mL tubes, 40 holes, 
for MiniH100, MiniHC100, MiniHCL100
(# 18900414)

ราคา 3,960.- (4,950.-)

Heating block, used for 0.5mL tubes, 24 holes, 
for MiniH100, MiniHC100, MiniHCL100
(# 18900415)

ราคา 3,960.- (4,950.-)

MX-T6-S, Classic 
Tube Roller,
variable speed, 6 rollers
(# 8051302000)

ราคา 9,440.- (11,800.-)

Heating block, used for 0.2mL tubes, 30 holes,
(# 18900459)

ราคา 4,792.- (5,990.-)

Heating block, used for 2mL tubes, 20 holes,
(# 18900462)

ราคา 4,792.- (5,990.-)

Heating block, used for 5mL tubes, 12 holes-H
(# 18900463)

ราคา 4,792.- (5,990.-)

• Rocking & rolling at variable-speed
• Adjustable speed range from 10 to 

70 rpm
• Six roller design for gentle and 

efficient rolling, and easy to clean
• DC brushless motor quiet and 

maintenance free
• Cold room and incubator 

compatible

• Mixing in 3 Seconds 50ml capacity 
3000 RPM

• Powerful Motor, Safety, Long lifetime
• Touch Start One-handed Shaking 

stops when tube is lifted
• Light weight for portable use 12V 

available for mobile use
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