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Beger Traffic Paint
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Beger Traffic Paint is an acrylic base paint for traffic signs, marks, footpath
and parking lot for exterior & interior use, high coverage and fast-dry.
Suitable for concrete and asphalt floor. There both reflective and
non-reflective types. It durable, good weathering-resistant, resistant to oil
and road residues.
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No.6029
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(Finish Film) (Application) Dilution (by volume) Coverage(sg.m./gallon/coat) (Touch) [(Recoat] | (Dry to handle)
uau wwas Nuwas M-99 10-15%
Wu 30-40%, N1 0-15%, naJ 0-15%
au wsJ,annay,insaIwu Dilute with Beger Thinner M-99 26-30 01S.U. 20-30 un | 2 dlug 13u
Matt Brush Roller.S at 10-15% by volume. Using spray gun m. inutes. hrs. d
Matt] rush, roller,opray should be dilute with thinner at 30-40%, sq.m.) (minutes.){ - (hrs.) (days)
brush and roller should be
dilute with thinner not more than 15%
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Application Process Step 1 : Surface Preparation Step 2 : Top Coat
X - meua:amwuuofhﬁ:am l;]slm]'lqlf ~ M Fsasiueas 2 Reo
wudothu dyandsn wa:psiuludu NnUURIBIALAIETN Eos o o a G s o
- lngnutKloWauguLuSNUKI o8Il 2-4 ¥lUJ
New Surface - Surface must be dry, clean, and free ) .
from dirt and grease. noumsminugunall
— - Apply Beger Traffic Paint for 2 coats.
- uunaualﬁunla?uaanthh'un ) ~ - Let film dry at least 2-4 hours before the next coat.
mugn - manua:anlrusiAndu, dandsn, ua:asiuladu
old Surface - Flaked surfaced must be removed.
- Surface must be dry, clean, and free from dirt and
grease.
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