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is a silicon resin heat resisting paint contain of aluminium
pigment It has excellent heat resistance, that withstands
temperature up to 200°C and has excellent weathering
resistance.
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is asilicon resin heat resisting paint contain of
aluminium pigment It has excellent heat resistance,
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is a silicon resin heat resisting paint contain of aluminium
pigment It has excellent heat resistance, that withstands
temperature up to 700°C, excellent weathering resistance,
excellent adhesion and work abilities.
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is a silicon acrylic resin heat resisting paint contain of
special pigment. It has excellent heat resistance, that
withstands temperature up to 260°C and has excellent
weathering resistance.
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is a heat resisting paint base on silicone resin, special
pigment and curing accelerator. It has excellent heat
resistance,that withstands temperature up to 450°C and
compatiblity with inorganic zinc primer.lt has excellent
weathering resistance and good work abilities.

SILICON ZINC PRIMER
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is a silicon resin heat resisting paint contain of zinc
pigment. It is highly recommended for repair to damage
portion or others. It has excellent heat resistance, that
withstands temperature up to 650'C, excellent weathering
resistance, excellent adhesion and work abilities.
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is 2 compone?ﬁ based on SIhcon'ﬁ%/bnd and pigmented
with metallic flake. Itis de&gned*tb provide anti-corrosion for
pipe coating which is exposed to continuous operating
temperature - 655'0 to 540°C , It is also has excellent
anti-corrosion under thermal msu!atlon and good adhesion
on steel surface. @
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SILICON ZINC PRIMER | @sadWudnsus:uud m 402 % 25-35 16-11.40 aghaliow 5 Gallug CMP-91 -
AOWSoUBTR TanaU 28uIN 6 Ju 5-10% [neusuins
BuA
SILICON NO.200 SILVER | @nuaous$auds=inn iy 37+£2% 25-35 14.8-10.6 5 CMP-91 SILICONE ZINC PRIMER
Fanou Istu 5-10% InoUsums GALBON S-HB100
drsunousou GALBON S-HB
Tuifiu 200°C
SILICON NO.400 SILVER | @nuaonuSouus:inn iy 41+2% 25-35 16.4-11.7 5 CMP-91 SILICONE ZINC PRIMER
FanoU ISBU 5-10% [neUsuns GALBON S-HB100
dnsunoiuseu GALBON S-HB
Tuinu 400'C
SILICON NO.700 SILVER | d@nungusauusznn Ru 41£2% 25-35 16.4-11.7 5 CMP-91 -
Fanau 1sBu 5-10% lneUsuns
drsunousou
Tuifiu 700°C
SILICON AS dnuaoiuseudszinn | v1o, 1M 37+2% 30-50 12.3-74 5 CMP-91 SILICONE ZINC PRIMER
BanaU oASAR ISBU | HSOMUS:Y 5-10% [neuUsuns GALBON S-HB100
dnsunousau GALBON S-HB
Tuifu 260°C
SILICON IZ ENAMEL dnunouseudssinn | v1o, 1M 40+2% 25-35 16-11.4 5 CMP-91 SILICONE ZINC PRIMER
anou 1stu HSoRUS:U 5-10% [neUsums GALBON S-HB100
dmnsunousou GALBON S-HB
Tuifiu 450'C
SILICON CUI dnupouSoudszinn | AUNaan 552 % 100-175 5.5-3.14 agation 6 Balug CMP-91 * SILICONE CUI
Fanou Istu agwun 7 du 0-5% InpUSuIns
fidorunni
TURi09-165'C-540'C
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TECHNICAL DATA / PROPERTIES

PRODUCT NAME SOLID BY DRY FILM COVERAGE = PAINT INTERVAL THINNER PRIMER
VOLUME THICKNESS  (SQ.M/LITRE) at30'c (THINNING) or
(Microns) (HRS) UNDERCOAT |
SILICON ZINC PRIMER SILICONE HEAT GREY 40+2% 25-35 16-11.40 min. 5 hrs CMP-91 -
RESISTING PRIMER max. 6 days 5-10% by volume
SILICON NO.200 SILVER SILICONE HEAT SILVER 37:2% 25-35 14.8-10.6 5 cmp-91 SILICONE ZINC PRIMER
RESISTING 5-10% by volume GALBON S-HB100
ALUMINIUM PAINT GALBON S-HB
(Not over than 200°C)
SILICON NO.400 SILVER SILICONE HEAT SILVER 1:2% 25-35 16.4-11.7 5 CMP-91 SILICONE ZINC PRIMER
RESISTING 5-10% by volume GALBON S-HB100
ALUMINIUM PAINT GALBON S-HB
(Not over than 400°C)
SILICON NO.700 SILVER SILICONE HEAT SILVER 1+2% 25-35 16.4-11.7 5 CMP-91 -
RESISTING 5-10% by volume
ALUMINIUM PAINT
(Not over than 700°C)
SILICON AS SILICONE ACRYLIC | WHITE, 37+x2% 30-50 12.3-7.4 5 CMP-91 SILICONE ZINC PRIMER
HEAT RESISTING PAINT | GREY 5-10% by volume GALBON S-HB100
(Not over than 260°C) GALBON S-HB
SILICON IZ ENAMEL SILICONE HEAT WHITE, 40+2% 25-35 16-11.4 5 CMP-91 SILICONE ZINC PRIMER
RESISTING PAINT GREY 5-10% by volume GALBON S-HB100
(Not over than 450°C) | or BLACK GALBON S-HB
SILICON CUI SILICONE CUI METALLIC 5512 % 100-175 5.5-3.14 min. 6 hrs CMP-91 * SILICONE CUI
HEAT RESISTING PAINT BLACK max. 7 days 0-5% by volume
(-165'C-540'C)

The information given in this sheet is effective at the date shown above and subject to revision from time to time without notice. Remark / * Self priming product
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159 Sermmit Tower, 19" Floor, Soi Sukhumvit 21, Sukhumvit Road, Klongtoey Nua, Wattana, Bangkok 10110
Tel. 0-2260-2701-8, 0-2661-7371-2 Fax 0-2260-2700
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Website: www.toa-chugoku.com

Email: mkti@toa-chugoku.com (HDC team), mktm@toa-chugoku.com (Marine team)




